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2200-2300 MHz Cavity Bandpass Filter
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RF & Microwave Filters & Products RTI¢\
| ical ificat] _

Passband: 2200-2300MHz Connector Type: SMA (F)

Insertion Loss: <0.8dB Dimensions: 4.57 x 2.52 x 1.58 inches

Passband Ripple: <0.4dB

Passband Return Loss: 219dB Environmental

Rejection: 295dB@DC-2120MHz .

Rejection 2: 295dB@2400-4000MHz Operating Temperature: -20 to +55 deg. C

Power Handling: 40W(CW) Storage temperatu.re: -65to +95 deg.C

Input / Output Impedance: 50 Ohms Shock: 20 G’s, ¥ sine, 11ms

Vibration: 10 G’s, 10-2000Hz
Relative Humidity: 0-95%
Environmentally Sealed: IP65
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116
[4. 57]

111
[4.37]

4-40UNC DP 6mm

40
[1.58]

DS-B12030-SF-08282023-Rev0

70 Outwater Lane  Phone: (973) 772-4242 Email: sales@anatechelectronics.com
Garfield,NJ 07026 Fax :(973)321-3941 Web: www.anatechelectronics.com



mailto:sales@anatechelectronics.com
http://www.anatechelectronics.com/

2200-2300 MHz Cavity Bandpass Filter

ANATECH ELECTRONICS INC Part Number: AE2250B1366-SF

RF & Microwave Filters & Products

Response Plot:

File Yiew Channel Sweep Calibration Trace Scale Marker System Window Help
Sweep Setup Bandwidth [ 100 Hz Bl time | P N
BillLos Moo | [000 " |mmd £ Mir 1:] 2200000 GHz D 79374B
5.000dB/! 2
Mkr 2: | 2.3000p0 GHz $.7136d
£10.00
Mkr 3:| 2.1200p0 GHz [-103.1dB
s >Mkr 4: | 2.4000D0 GHz [96.93dB
130,00
140,00
-~
4
50,00 e
60,00 ;
70.00 :
30,00 .
£90.00
U
h
L100.00 ;'Lmﬁ L I “ sl o Lk ik
Ch1: Stat 150000 GHz =—3—— Stop 4.00000 GHz
DS-B12030-SF-08282023-Rev0
70 Outwater Lane  Phone: (973) 772-4242 Email: sales@anatechelectronics.com

Garfield,NJ 07026 Fax :(973)321-3941 Web: www.anatechelectronics.com



mailto:sales@anatechelectronics.com
http://www.anatechelectronics.com/

	Slide 1
	Slide 2

