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1538.5 / 1650 MHz Ceramic Duplexer

Part Number: AM1538-1650D1194

Email: sales@anatechelectronics.com

Web:  www.anatechelectronics.com  

70 Outwater Lane

Garfield, NJ 07026

Phone: (973) 772-4242 

Fax : (973) 772-4646 

Electrical specifications

Passband (TX): 1518 - 1559 MHz 
Passband Insertion Loss (TX): 1.0 dB Max
Passband Return Loss (TX): 14 dB Min 
Ripple in BW (TX): 0.6 dB Max
Rejection (TX):  60dB Max @ 1625 – 1675 MHz

Passband (RX): 1625 - 1675 MHz 
Passband Insertion Loss (RX):  1.0 dB Max
Passband Return Loss (RX): 14 dB Min 
Ripple in BW (RX): 0.6 dB Max
Rejection (RX):  60dB Max @ 1518 – 1559 MHz

Power Handling: 10W (Avg), 15W (Peak)
Input / Output Impedance: 50 Ohms

Mechanical 

Mounting Type: Surface Mount (Mono-Block)

Dimensions: 61.8 x 10.5 x 10.5 mm

Environmental

Operating Temperature: -40 to +85o C

Storage Temperature: -55 to +95o C
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