211.2 MHz IF Saw Filter

ANATECH ELECTRONICS INC

RF & Microwave Filters & Products

Part Number: AM211S211

REGISTERED FIRM

Parameters Description Unit Minimum Typical Maximum

Center Frequency (Fo) MHz - 211.2 -
Insertion Loss at Fo dB - 17.6 19.0
Group Delay Variation at Fo * 10.0 MHz nsec - 70 150
Amplitude Ripple Fo £ 9.42 MHz dBp-p - 0.8 15
Amplitude Ripple Fo * 10.0 MHz dBp-p - 0.9 2.0
Absolute Delay at Fo psec - 0.68 -
Bandwidth at -1.0 dB MHz 18.84 20.84 -
Bandwidth at -40.0 dB MHz - 27.66 29.0
VSWR - - - 2.2
Temperature Coefficient ppm/°C - -18 -
Relative Rejection:
10 ~ 100 MHz dB 50 - -
100 ~ 168 MHz dB 52 - -
168 ~ 196.5 MHz dB 35 - -
250 ~ 270 MHz dB 58 - -
270 ~ 350 MHz dB 60 - -
350 ~ 1000 MHz dB 45 - -

Parameters Description Unit Minimum Typical Maximum
Operation Temperature Range °C -40 - +85
Storage Temperature Range °C -40 - +85
Maximum DC Voltage \% - - 10
Maximum Input Power dBm - - 10
Source Impedance (Single Ended), Q - 50 -
Load Impedance (Single Ended), Q - 50 -
Package Size and Type 7.0x5.0x1.8mm Si1
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211.2 MHz IF Saw Filter

ANATECH ELECTRONICS INC Part Number: AM211S211 MBI

RF & Microwave Filters & Products

Frequency Response:

Ripple Variation at Fo +9.42MHz Ripple Variation at Fo +10.0MHz

MW 521 Log Mag 1.000d8/ Ref -18,50d8 [F2)

| 1 0.0000000 Hz  0.0000 dB
2 -1 MHz -0. 82!

MR 521 Log Mag 1.000d8/ Ref -18.50d8 [F2]

1 0.0000000 Hz 0.0000 d8

2 -9.4200000 MHz -0.5792 dB
>3 9.4200000 MHz -0,6110 dB
4 211.20000 MHz -17.615 d8
-14,50 -14.50
mean: -17,930 d8
s.dev: 0.1931 d8
p-p: 0.8956 d8

mean: -17,913 dg
s.dev: 10,1828 de
p-p: 0.7998 dB
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