
Part Number: AM2185-1995D1148 

Email: sales@anatechelectronics.com 
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70 Outwater Lane 
Garfield, NJ 07026 

Phone: (973) 772-4242  
Fax     : (973) 772-4646  

This product is RoHs compliant. 

Outline Drawing: 

Characteristics  Band 1 (Rx) Band 2 (Tx)  

Center frequency: 2185 MHz 1995 MHz 

Passband  2170.0~2200.0 MHz 1980.0~2010.0 MHz 

Insertion Loss: 3.0 dB max 3.0 dB max 

Return loss:  14 dB min 14 dB min 

Ripple: 1 dB max 1d B max 

Attenuation 1:  40 dB min. @ 
1616.0~1646.0 MHz 

30 dB min.@  
1672.8∼1702.8 MHz 

Attenuation 2:  65 dB min.@  
1980∼2010 MHz 

20 dB min.@  
1826.4∼1856.4 MHz 

Attenuation 3: 65 dBmin.@ 
1980.4∼2010.4 MHz 

65 dB min.@ 
 2170∼2200 MHz 

Attenuation 4:  30 dB min.@ 
1790.8∼1820.8 MHz 

40 dB min.@  
3960∼4020 MHz 

Attenuation 5: 20 dB min.@ 
2344.8∼2374.8 MHz 

30dB min.@ 
5940∼6030 MHz 

Group delay variation: 10 nsec max 10 nsec max 

In/Out impedance: 50 Ω 50 Ω 

Input power: 3 Watts max 3 Watts max 

Mechanical 

Mounting Method: SMT 

Dimensions: 42.90  x 22 x 9.0 mm 

Environmental 

Operating Temperature: -45 to +85 deg.C 

Storage Temperature: -55 to +95 deg.C 

Shock: 20 G. 11ms 

Vibration: 20 G. 5 to 200 MHz 

2170~2200MHz / 1980~2010 MHz  
Ceramic Duplexer 
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